SAAD9GSOE-004

DEC 1 135
8/ 054.00
8YS: Compressed Ajr
Far Firex Dissel
Critical tam: Water Trap/separator {1 ltem Teotal)
Find Number: WsS-3
Criticality Category;, 15

SAA Me: 02G503-004 SyslemfArsa:  Compressed Air for Firex Cliesal
Sflant

NASA None PMN/ K61-3414/Compressad Air far

Part No: Mama: Firex Disuel Siart

Mig/ SPIRAX SARCOY Drawing/ SOKS0E28/8

Fart Mo: FA-150 Shast Na:

Function: Remaove/separate water from the compresced air system.
Critical Failure Made/Failure Mode No: Fail open/03G508-004 003
Failure Causs: Structural failure ar santaminatisn

Failurs Effect: Loss of Firax Diesel Start capability. This failura could cause oss of lite, vehicle
and/ar lxss (damage) of a vehicle aystem if coupled with a fire/hazardows condition, Failure is
delected by low pressure indication at the CCS console. Time 1o sflect is immadiate.

ACCEFTANCE RATIONALE

Design:
» Component ia an off the shalf iterm.
» Componaent has cact iron body, stainless stesl fioat, head asat and mechanism.
« When ¢losed, condensate leval ia maintained abave the main valve seat and aote as 2 keal to
prevent icss of air.
Test:
* OMRS File V| requires annual performance of a functional test.
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SAADNGS08-004

DEC 1 & :
Inspection: : .

* The fellowing procedure ia performed weekly per PMI M-24.

= Dragin sondeneate from: r&pe and recsivera.
*+ The following procedurea are parfarmad annually per PMi M-24,
- Disassemble, clean and rasasembie trap.

= Verily proper cperatian,

Fallure History:

* Current data on test failures, unexplained anomalies, and other failurss experiensed during
grewnd processing astivities can be found in the PRACA database. The PRACA detabase wag
ressarched and no failure data was found on 1his compenent in the critical faillure mode.

* The GIDEP failure data interohange was researched and no failure data was found an this sem-
panent in tha cotical failure maode,
Operatianal Usge:
* Correcting Actian:
Moty gerzonnel to take immediate astion 1o close trap.
* Timetrame:

CDina hour maximum
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